
CAMERAS

Economy 1CCD Camera, 1/3” Chip, 
PAL version

16-2008PAL

Economy 1CCD Camera, 1/3” Chip, 
NTSC version

16-2008NTSC

Please note that coupler has to be ordered separately

Technical Data

Electronic Shutter for Camera Controlled 

Brightness regulation

Noise free image resolution

HAD Chip technology (Hyper Active Digital)

Automatic white balancing

Water proof camera head 

Fuses 2 x T 800 mA – 250 V

Signal / Noise Ratio 64 dB

Weight of the control unit 2.5 Kgs.

Sensitivity 0.9 Lux

Video Outputs 1 x S- Video (Y/C) / 1xComposite (BNC)

White Balance Auto push

Main Voltage 115 – 230 VAC

Resolution 752 x 582 PAL, 768 x 494 NTSC

Definition 825 Lines

Electronic Shutter 1/100 000 sec.

Cable length 3 meters

Size of Control Unit 300 x 300 x 66 mm

Power Consumption 25 VA

Frequency 50-60 Hz

 EG Protection Class 
 1 Type BF 

Standards Classification 93/42 

 IEC 601.1, IEC 601.1.2
 MPG

 Ackermann 
®

# 2-24-113/3/B/NR, Laxmi Narayanna Nagar, Uppal, Hyderabad-500 039, 
Telangana, India.  Tel.: 9849466520, 7997192056, 6309995893 

Marketed & Serviced by:

Available at:

Xavier Med Pvt. Ltd.
1-10-51/2, Road 6B, Dwarakapuram, Dilsukhnagar, Hyderabad - 500060
www.buyxavier.com
Customer Care: 8008895680, Service: 8008895079

Including

- C-Mount Camera Head with Cable (3 m)

- BNC Cable

- Y/C Cable

- Power Cord

- Operating Manual
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