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Lumens Medical Pvt. Ltd.

Life Enhancing Technology

OXYGEN CONCENTRATOR RUGEEIROAGT
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TECHNICAL SPECIFICATIONS
Flow rate: 0-10L/min

- Purity: 93+3%

g\ Outlet Pressure: 7~20 PSI(Variable)

Sound Level: <50db

Power: AC220V+10%, 50/60+1Hz

Power Consumption: 350~480W

O Timer: Present Working Time, Accumulating Time,
Presetting Time from 10mins to 40hours
~
- ;é? O Alarm: Power failure alarm, High&Low pressure alarm
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* Rapid Presure Swing Adsorption (RPSA) - NASA derived technology.
® Purity of oxygen accords with the Medical Standards.

® Comes with Oxygen Purity Indicators.

¢ In-Built Pulse Oximeter for SPO2 Monitoring. (Optional)

® No other raw material required except Air.

* Adjustable flow meter with 0.5 LPM variation.

® In-built device for Nebulizing Therapy. (Optional)

® Low power consumption with safety value with audible Alarm in case of Obstruction.
® Built-in temperature control for working at very cold climate.

® Oil free compressor with Auto shutdown alarm.

® Crush proof tubing provided.

® Quilt Unit- Allowing restful sleep to the patient.

® Heavy base with sturdy castors for smooth mobility.
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)*C Available at:
R Xavier Med Pvr. L1d.
Lumens Medical Pvt. Ltd 1-10-51/2, Road 6B, Dwarakapuram,
Life Enhancing Technology Dilsukhnagar, Hyderabad - 500060
An IS0 9001, ISO - 13485, CE, WHO cGMP, ISO -1400 Certified www.buyxavier.com
# 2-24-113/3/B/NR, Laxmi Narayana Nagar, Uppal, Hyd. Customer Care: 8008895680,

Ph: 7997192056, 6309995893 Service: 8008895079



